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TYPE Floorstanding
3 way, 3 speakers

SOUND EMISSION Direct
ACOUSTICAL LOADING Bass-Reflex, Bottom emission port
CABINET HDF wood construction. Multifaceted front 

and rear baffles obtained through the cou-
pling of 12 different panels for optimal dif-
fractions management. A special GRP cove-
ring layer is then applied for long-term solidity 
as well as an improvement in sonic performan-
ce. Italian Master Craftsmen - specialists in lu-
xury finishing – are lacquering the cabinet in 
metallic bronze, glossy white, dark grey, China 
red, metallic silver or other colour on demand.

DRIVERS/INTERNAL WIRING Tweeter: 29 mm silk soft dome, underhung voi-
ce coil ensures low distortion even at low fre-
quencies. Hexadym magnet system based on 
6 radially magnetized NdFeB magnet blocks 
provide efficient ventilation and damping of 
cavities behind the dome, surround and voi-
ce coil.
Midrange: 180mm paper nextel coated con 
cone for smooth frequency response, CCAW 
voice coil for low distortion and excellent tran-
sient response. Copper rings reduce non-li-
near and modulation distortion and increase 
overload margin. Fe magnet. 
Woofer: 300mm Aluminum cone with fiberglass 
dust cover. Long throw design. Copper ring 
reduce non-linear and modulation distortion 
and increase overload margin. Fe magnet.
Van den Hul CS12 Halogen Free

CROSSOVER 121-1600 Hz, “Point to point” hardwired. Ba-
lanced circuitry.

FREQUENCY RESPONSE 25 Hz – 30,000 Hz
SENSITIVITY (2.83 V @1 m) 89 dBSPL 
NOMINAL IMPEDANCE 4 ohm
WIRING OPTIONS Bi-wiring
SUGGESTED AMPLIFIER POWER 
OUTPUT/LONG-TERM MAX INPUT 
VOLTAGE (IEC 268-5)

100W – 450W, without clipping/30V rms

DIMENSIONS INCLUDING 
(WxHxD)

409 x 1263 x 685 mm
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WEIGHT 100 Kg each Net Weight, 
150 Kg Shipping Weight

PACKAGING CONTENT LOUDSPEAKER BOX:
1 Manual
2 Fabric dust guards
3 Van den Hul jumper wires

OPTIONALS Cloth Grilles
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